CONDUIT AND WIRING

DECORATIVE LED LUMINAIRE WITH: CAST ALUMINUM HOUSING (BRONZE FINISH);
DECORATIVE LED LUMINAIRE WITH: CAST ALUMINUM HOUSING (BLACK FINISH);

NOTE: NOT TO SCALE

1. CONTRACTOR SHALL COORDINATE EXACT LOCATION OF PEDESTRIAN LIGHTS WITH OWNER

10. REQUIRED CHAMFER SHALL BE CONSTRUCTED USING CHAMFER STRIP. IT MAY NOT BE HAND TOOLS.

12. CONTRACTOR SHALL SCHEDULE ALL INSPECTIONS WITH OWNER REPRESENTATIVES AS REQUESTED IN THE CITY OF AUBURN ENGINEERING DESIGN AND CONSTRUCTION MANUAL.

12" INTERVALS.
FOUR (4) #5 VERTICAL REBAR WITH #3 TIES AT 20" O.C. TO ACCOMMODATE Proposed UTILITY ROUTE UPON THE SKIRT ASSEMBLY.
45° FROM CORNERS BOLTS TO BE OFFSET 45° FROM CORNERS.

STANDARD DETAILS: TRAFFIC - SHEET 2 of 4

1. NOTE: 

7. REFER TO CIVIL PLANS FOR DESCRIPTION OF UNDERGROUND UTILITIES.

8. CONTRACTOR SHALL PROVIDE ALL MATERIAL NECESSARY TO FINALIZE A NEAT, COMPLETE AND PROPERLY WORKING ELECTRICAL SYSTEM WHICH CONFORMS TO ALL LOCAL CODES AND THE NATIONAL ELECTRICAL CODE. (NEC) AND THE REQUIREMENTS OF THE STATE AND LOCAL AUTHORITY HAVING JURISDICTION.

9. CUTTING OF EXISTING PAVEMENT IS NOT ALLOWED FOR ROUTING OF NEW CIRCUITS/CONDUITS. PROVIDE ACCOMMODATIONS.

10. CONTRACTOR SHALL PROVIDE ALL MATERIAL NECESSARY TO FINALIZE A NEAT, COMPLETE AND PROPERLY WORKING ELECTRICAL SYSTEM WHICH CONFORMS TO ALL LOCAL CODES AND THE NATIONAL ELECTRICAL CODE. (NEC) AND THE REQUIREMENTS OF THE STATE AND LOCAL AUTHORITY HAVING JURISDICTION.

12" INTERVALS.
FOUR (4) #5 VERTICAL REBAR WITH #3 TIES AT 20" O.C. TO ACCOMMODATE Proposed UTILITY ROUTE UPON THE SKIRT ASSEMBLY.
45° FROM CORNERS BOLTS TO BE OFFSET 45° FROM CORNERS.

STANDARD DETAILS: TRAFFIC - SHEET 2 of 4

1. NOTE: 

7. REFER TO CIVIL PLANS FOR DESCRIPTION OF UNDERGROUND UTILITIES.

8. CONTRACTOR SHALL PROVIDE ALL MATERIAL NECESSARY TO FINALIZE A NEAT, COMPLETE AND PROPERLY WORKING ELECTRICAL SYSTEM WHICH CONFORMS TO ALL LOCAL CODES AND THE NATIONAL ELECTRICAL CODE. (NEC) AND THE REQUIREMENTS OF THE STATE AND LOCAL AUTHORITY HAVING JURISDICTION.

9. CUTTING OF EXISTING PAVEMENT IS NOT ALLOWED FOR ROUTING OF NEW CIRCUITS/CONDUITS. PROVIDE ACCOMMODATIONS.

10. CONTRACTOR SHALL PROVIDE ALL MATERIAL NECESSARY TO FINALIZE A NEAT, COMPLETE AND PROPERLY WORKING ELECTRICAL SYSTEM WHICH CONFORMS TO ALL LOCAL CODES AND THE NATIONAL ELECTRICAL CODE. (NEC) AND THE REQUIREMENTS OF THE STATE AND LOCAL AUTHORITY HAVING JURISDICTION.

12" INTERVALS.
FOUR (4) #5 VERTICAL REBAR WITH #3 TIES AT 20" O.C. TO ACCOMMODATE Proposed UTILITY ROUTE UPON THE SKIRT ASSEMBLY.
45° FROM CORNERS BOLTS TO BE OFFSET 45° FROM CORNERS.

STANDARD DETAILS: TRAFFIC - SHEET 2 of 4

1. NOTE: 

7. REFER TO CIVIL PLANS FOR DESCRIPTION OF UNDERGROUND UTILITIES.

8. CONTRACTOR SHALL PROVIDE ALL MATERIAL NECESSARY TO FINALIZE A NEAT, COMPLETE AND PROPERLY WORKING ELECTRICAL SYSTEM WHICH CONFORMS TO ALL LOCAL CODES AND THE NATIONAL ELECTRICAL CODE. (NEC) AND THE REQUIREMENTS OF THE STATE AND LOCAL AUTHORITY HAVING JURISDICTION.

9. CUTTING OF EXISTING PAVEMENT IS NOT ALLOWED FOR ROUTING OF NEW CIRCUITS/CONDUITS. PROVIDE ACCOMMODATIONS.

10. CONTRACTOR SHALL PROVIDE ALL MATERIAL NECESSARY TO FINALIZE A NEAT, COMPLETE AND PROPERLY WORKING ELECTRICAL SYSTEM WHICH CONFORMS TO ALL LOCAL CODES AND THE NATIONAL ELECTRICAL CODE. (NEC) AND THE REQUIREMENTS OF THE STATE AND LOCAL AUTHORITY HAVING JURISDICTION.

12" INTERVALS.
FOUR (4) #5 VERTICAL REBAR WITH #3 TIES AT 20" O.C. TO ACCOMMODATE Proposed UTILITY ROUTE UPON THE SKIRT ASSEMBLY.
45° FROM CORNERS BOLTS TO BE OFFSET 45° FROM CORNERS.

STANDARD DETAILS: TRAFFIC - SHEET 2 of 4

1. NOTE: 

7. REFER TO CIVIL PLANS FOR DESCRIPTION OF UNDERGROUND UTILITIES.

8. CONTRACTOR SHALL PROVIDE ALL MATERIAL NECESSARY TO FINALIZE A NEAT, COMPLETE AND PROPERLY WORKING ELECTRICAL SYSTEM WHICH CONFORMS TO ALL LOCAL CODES AND THE NATIONAL ELECTRICAL CODE. (NEC) AND THE REQUIREMENTS OF THE STATE AND LOCAL AUTHORITY HAVING JURISDICTION.

9. CUTTING OF EXISTING PAVEMENT IS NOT ALLOWED FOR ROUTING OF NEW CIRCUITS/CONDUITS. PROVIDE ACCOMMODATIONS.
WEATHERPROOF RECEPTACLE - INTERNAL BASE LOCATION

**NOTES:**
1. Receptacles shall be mounted 11'-0" above bottom of pole base.
2. Receptacle shall be mounted on separate circuit from light.

WEATHERPROOF RECEPTACLE - EXTERNAL POST SHAFT LOCATION

**NOTES:**
1. Receptacle shall be mounted 11'-0" above bottom of pole base.
2. Receptacle shall be mounted on separate circuit from light.

ENCLOSURE NOTES

1. The enclosure shall be mounted at the location shown on the enclosure.
2. The enclosure shall be mounted at the location shown on the enclosure.
3. The enclosure shall be mounted at the location shown on the enclosure.
4. The enclosure shall be mounted at the location shown on the enclosure.
5. The enclosure shall be mounted at the location shown on the enclosure.
6. The enclosure shall be mounted at the location shown on the enclosure.
7. The enclosure shall be mounted at the location shown on the enclosure.
8. The enclosure shall be mounted at the location shown on the enclosure.
9. The enclosure shall be mounted at the location shown on the enclosure.
10. The enclosure shall be mounted at the location shown on the enclosure.

PANEL ENCLOSURE DETAIL - TYPICAL

**NOTES:**
1. Refer to detail 3-BET for additional information.

EQUIPMENT INSIDE ENCLOSURE - TYPICAL

**NOTES:**
1. Refer to detail 3-BET for additional information.

STANDARD DETAILS, TRAFFIC - SHEET 3 of 4

**NOTES:**
1. Refer to detail 3-BET for additional information.
2. Refer to detail 3-BET for additional information.
3. Refer to detail 3-BET for additional information.
4. Refer to detail 3-BET for additional information.
5. Refer to detail 3-BET for additional information.
6. Refer to detail 3-BET for additional information.
7. Refer to detail 3-BET for additional information.
8. Refer to detail 3-BET for additional information.
9. Refer to detail 3-BET for additional information.
10. Refer to detail 3-BET for additional information.
11. Refer to detail 3-BET for additional information.
12. Refer to detail 3-BET for additional information.
13. Refer to detail 3-BET for additional information.
14. Refer to detail 3-BET for additional information.
15. Refer to detail 3-BET for additional information.
16. Refer to detail 3-BET for additional information.
17. Refer to detail 3-BET for additional information.
18. Refer to detail 3-BET for additional information.
19. Refer to detail 3-BET for additional information.
20. Refer to detail 3-BET for additional information.